General Municipal Law §239-M Referral Form
Washington County Planning Board

Municipality: __Town of Kingsbury

Project description:

Applicant Name: _t€enyon Propel '("1 Manes ew-m{‘ LLC
Address of the proposed action: ___ (% CPecW

Nearest major intersection: _ter b &d B Queensbuc - Ave.

Tax Map Number:

Existing land use o conditions: \/C‘»Q.GJ\ t _ m

Proposed changegg}to anmereial 30\ ld u\é and sto rt-‘-S_L’_ Q el (20057
Referring body:

™ Planning Board
a Zoning Board of Appeals
Q) Town or Village Board

Proposed action:

M | Adoption or amendment of a zoning ordinance or local law
B/ Approval of a site plan

Q Granting of a use variance

Q Granting area variance

Q Granting of a special use permit

L Other authorizations that a referring body may issue under the provisions of any zoning
ordinance or local law. Please Specify

Location is within 500 feet of the following:
Municipal Boundary
a Right-of-Way of County/State Expressway, Highway or Road
o Boundary of County/State-owned Land Containing a Public Building or Institution
L] Boundary of a Farm Operation Located in an Agricultural District
L1 Not Applicable

Include the following:

(| Completed Environmental Assessment Form (EAFE) and all other materials-used by the ——
referring body to make a determination of significance pursuant to the State Environmental
Quality Review Act (SEQRA).

® If Type II Action, please note the number of the action as listed under 6NYCRR Part 617.5 (c)

Copy of the full text of ordinance or local law being proposed or amended (if applicable)
Copy of application submitted to referring body

® Provide details of any requirements of the municipalities codes or regulations that were waived
Maps & plans: If oversized (larger than 117x17”), please reduce originals to 11”x17”
Arial photograph(s) showing the context of the site location

Twelve (12) printed copies of the full statement with the above stated inclusions

oo0 00O

® An electronic version of the completed full statement: please provide CD copy or e-mail to the
Washington County LDC
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GML §239-M Referral Form - Washington County Planning Board

Contact Information:
Person responsibie for submitting referrai:_Todd Humiston

Title or position: __Enforcement Officer

Mailing address: 6 Michigan Street

Phone: 518-747-2188 ext 3008 Fax: 518-747-4500

Please sign and date the receipt below:
: Slengn

, certify that the statement of the proposed action heing
submitted for referral to the Washington County Planning Board on (date) 1 [29/ 2
is complete to the best of my knowledge and in accordance with the municipality’s land use
ordinances and laws.

Space below provided for Planning Department use: Stamped date received

Date received in office:
Deadline Date:

Materials list:

O Completed EAF

g Copy of the text of ordinance or local law being proposed or amended
Q Copy of application submitted to the referring body

O Maps and plans

O Arial photograph(s)

J Other:

O Twelve (12) printed copies of completed package
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TOWN OF KINGSBURY — OFFICE OF CODE ENFORCEMENT
6 MICHIGAN STREET, HUDSON FALLS, NEW YORK 12839
PHONE: 747-2188 EXT. 3008

APLICATION FOR SITE PLAN REVIEW / USE PERMIT

DATE: 10.29.2021 PERMIT #:
APPLICANT NAME: Kevwpon Proper 5 Wpogeant =11
APPLICANT ADDRESS: e P-vk
_ﬁsla;ﬁbw‘; W
APPLICANT PHONE: S/ -§32-4070
PROPERTY LOCATION: Park Road TAX MAP #: 137.-2-39

ZONE DISTRICT: PIC-75

| DO HEREBY APPLY FOR SITE PLAN REVIEW PURSUANT TO CHAPTER 280 ARTICLE IX
OF THE CODE OF THE TOWN OF KINGSBURY.

DESCRIPTION OF PROJECT:

Proposed project includes the construction of a pre-engineered metal
building and storage shed with footprints of approx. 6,900 sqft. and
1,200 sq. ft., respectively. Site improvements include a new gravel
parking lot with 34 spaces, stormwater management practices, and

landscaping.
APPLICANT SIGNATURE: /4‘?% pate: _/0-26-21
OFFICE USE
FEE:
HEARING DATE:
PUBLISHED ON:
RESULT:

https://www.kingsburyny.gov



Short Environmental Assessment Form
Part 1 - Project Information

Instructions for Completing

Part 1 — Project Information. The applicant or preject sponsor is responsible for the completion of Part 1. Responses become part of the
application for approval or funding, are subject to public review, and may be subject to further verification. Complete Part | based on
information currently available. If additional research or investigation would be needed to fully respond to any item, please answer as
thoroughly as possible based on current information.

Complete all items in Part 1. You may also provide any additional information which you believe will be needed by or useful to the
lead agency; attach additional pages as necessary to supplement any item.

Part 1 — Project and Sponsor Information

Name of Action or Project:
KP! Shop Building

Project Location (describe, and attach a location map):
Park Road, Kingsbury, NY 12804

Brief Description of Proposed Action:

Proposed project includes the construction of KPI's metal shop building with a footprint of approx. 6,900 sqft. Site improvments include a new asphalt
parking lot with 34 spaces, stormwater management practices, and landscaping.

Name of Applicant or Sponsor: Telephone: 518-832-4070
Kenyon Property Management, LLC E-Mail:
Address:
68 Park Road
City/PO: State: Zip Code:
Kingsbury NY 12839
1. Does the proposed action only involve the legislative adoption of a plan, local law, ordinance, NO YES
administrative rule, or regulation?
If Yes, attach a narrative description of the intent of the proposed action and the environmental resources that I:'
may be affected in the municipality and proceed to Part 2. If no, continue to question 2.
2. Does the proposed action require a permit, approval or funding from any other government Agency? NO YES
If Yes, list agency(s) name and permit or approval: I:l
3. a. Total acreage of the site of the proposed action? 2.07 acres
b. Total acreage to be physically disturbed? 2.07 acres
c. Total acreage (project site and any contiguous properties) owned
or controlled by the applicant or project sponsor? 2.07 geres

4. Check all land uses that occur on, are adjoining or near the proposed action:

5. [] Urban D Rural (non-agriculture) Y1 Industrial El Commercial [] Residential (suburban)
O Forest [] Agriculture [] Aquatic [ Other(Specify):
[ parkland
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5. Is the proposed action,

<
35
[72]

a. A permitted use under the zoning regulations?

b. Consistent with the adopted comprehensive plan?

L] 8

N|mlE

6. Ts the proposed action consistent with the predominant character of the existing built or natural landscape?

o
w2

E

N

7. s the site of the proposed action located in, or does it adjoin, a state listed Critical Environmental Area?

If Yes, identify:

=~
eyl
w»

[l

8. a. Will the proposed action result in a substantial increase in traffic above present levels?
b.  Are public transportation services available at or near the site of the proposed action?

c. Are any pedestrian accommodations or bicycle routes available on or near the site of the proposed
action?

~
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E
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9. Does the proposed action meet or exceed the state energy code requirements?

If the proposed action will exceed requirements, describe design features and technologies:

Z
o

[]

10. Will the proposed action connect to an existing public/private water supply? NO | YES
If No, describe method for providing potable water: |:| .
11. Will the proposed action connect to existing wastewater utilities? NO | YES
If No, describe method for providing wastewater treatment:
12. a. Does the project site contain, or is it substantially contiguous to, a building, archaeological site, or district NO

which is listed on the National or State Register of Historic Places, or that has been determined by the
Commissioner of the NYS Office of Parks, Recreation and Historic Preservation to be eligible for listing on the
State Register of Historic Places?

b. Is the project site, or any portion of it, located in or adjacent to an area designated as sensitive for
archaeological sites on the NY State Historic Preservation Office (SHPO) archaeological site inventory?

13. a. Does any portion of the site of the proposed action, or lands adjoining the proposed action, contain
wetlands or other waterbodies regulated by a federal, state or local agency?

b. Would the proposed action physically alter, or encroach into, any existing wetland or waterbody?

If Yes, identify the wetland or waterbody and extent of alterations in square feet or acres:

Wetland ID: HF-3, no alterations to wetland

YES

LN

Page 2 of 3




14. Identify the typical habitat types that occur on, or are likely to be found on the project site. Check all that apply:
[JShoreline [ Forest [_] Agricultural/grasslands [] Early mid-successional
[Jwetland [] Urban [] Suburban

15. Does the site of the proposed action contain any species of animal, or associated habitats, listed by the State or
Federal government as threatened or endangered?

<
9]

E

]

16. Ts the project site located in the 100-year flood plan?

<
ws
w2

L]

17. Will the proposed action create storm water discharge, either from point or non-point sources?
If Yes,

a. Will storm water discharges flow to adjacent properties?

b. Will storm water discharges be directed to established conveyance systems (runoff and storm drains)?
If Yes, briefly describe:

Part of the stormwater runoff will be directed to an existing ditch along the roadside.

s
esl
w2

N EASNENE
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completed) for hazardous waste?
If Yes, describe:

Remidiation performed at 65 Park Road, Kingsbury, NY. Program No.: 558042.

18. Does the proposed action include construction or other activities that would result in the impoundment of water NO | YES
or other liquids (e.g., retention pond, waste lagoon, dam)?
If Yes, explain the purpose and size of the impoundment:
A pocket pond will be constructed on the western side of the site to treat, store, and attenuate stormwater runoff. The pond as a basal D
area of 2222 sf.
19. Has the site of the proposed action or an adjoining property been the location of an active or closed solid waste NO | YES
management facility?
If Yes, describe: I:l
20.Has the site of the proposed action or an adjoining property been the subject of remediation (ongoing or NO | YES

[]

MY KNOWLEDGE

Applicant/sponsor/name: Matthew Huntington Date: 10/29/2021

I CERTIFY THAT THE INFORMATION PROVIDED ABOVE IS TRUE AND ACCURATE TO THE BEST OF

Signature; W&U’ W’f/ Title: Principal
[

PRINT FORM Page 3 of 3




EAF Mapper Summary Report Monday, October 25, 2021 2:07 PM

Disclaimer: The EAF Mapper is a screening tool intended to assist
=i project sponsors and reviewing agencies in preparing an environmental

question can be obtained by consulting the EAF Workbooks. Although
the EAF Mapper provides the most up-to-date digital data available to
DEC, you may also need to contact local or other data sources in order
; to obtain data not provided by the Mapper. Digital data is not a

=1 substitute for agency determinations.

2SI DA s o]

N L1 > [ o] '- 2 e e | assessment form (EAF). Not all questions asked in the EAF are
CERLREGE 2.7 i | - e 2 answered by the EAF Mapper. Additional information on any EAF
2SS \
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Part 1/ Question 7 [Critical Environmental  No

Area]

Part 1 / Question 12a [National or State No

Register of Historic Places or State Eligible

Sites]

Part 1 / Question 12b [Archeological Sites] Yes

Part 1 / Question 13a [Wetlands or Other Yes - Digital mapping information on local and federal wetlands and
Regulated Waterbodies] waterbodies is known to be incomplete. Refer to EAF Workbook.
Part 1/ Question 15 [Threatened or No

Endangered Animal]

Part 1 / Question 16 [100 Year Flood Plain]  Digital mapping data are not available or are incomplete. Refer to EAF
Workbook.

Part 1 / Question 20 [Remediation Site] Yes

Short Environmental Assessment Form - EAF Mapper Summary Report .



KPlI SHOP BUILDING

79 PARK ROAD
KINGSBURY, NEW YORK

SHEET INDEX

PREPARED FOR

KENYON PROPERTY MANAGEMENT, LLC

68 PARK ROAD,
QUEENSBURY, NEW YORK, 12804

ZONING STATISTICS

ATION

1

PROJECT LOC

.'. ‘ L)

TAX MAP ID: 137.-2-36
ZONE: PARK-INDUSTRIAL-COMMERCIAL PIC-75
ZONE ABBREV.: PIC-75

LOT SIZE: 2.07 ACRES

REQUIRED PROPOSED
FRONT YARD SETBACK 40 FT. MIN 1100 FT.
SIDE YARD SETBACK 25 FT. MIN 125 FT.
REAR YARD SETBACK 50 FT. MIN 1250 FT.

CIVIL ENGINEERING & LANDSCAPE ARCHITECT:

STUDIO A | LANDSCAPE ARCHITECTURE, D.P.C.
38 HIGH ROCK AVE SUITE 3 | P.0. BOX 272
SARATOGA SPRINGS, NY (2866

CONTACT: MATTHEW HUNTINGTON

PHONE: 5!8.450.4030

GENERAL NOTES

PRIOR TO COMMENCING ANY WORK, CONTRACTOR SHALL CONTACT
U.F.P.0. AND THE PROPER LOCAL AUTHORITIES TO CONFIRM THE
LOCATION OF ALL EXISTING UTILITIES. ANY COSTS INCURRED BY
THE CONTRACTOR FOR FAILURE TO CONTACT THE PROPER
AUTHORITIES SHALL BE SOLELY THE RESPONSIBILITY OF THE
CONTRACTOR.

THE GENERAL CONTRACTOR SHALL VERIFY ALL SITE CONDITIONS
AND REPORT ANY DISCREPANCY BETWEEN THE PLANS AND THE
FIELD CONDITIONS TO THE OWNER'S REPRESENTATIVE.
CONTRACTOR SHALL VERIFY AND COORDINATE LOCATION OF ALL
UTILITIES, INCLUDING BY NOT LIMITED TO LINES, DUCTS, CONDUITS,
SLEEVES, FOOTINGS, ETC., WITH LOCATIONS OF PROPOSED SITE
ELEMENTS. EXCAVATION REQUIRED PROXIMATE TO UTILITY LINES
SHALL BE DONE BY HAND. ANY DAMAGE AND INCURRED COSTS DUE
TO FAILURE OF THE CONTRACTOR TO ADHERE TO THESE GUIDELINES
SHALL BE RESPONSIBILITY OF THE CONTRACTOR.

CONTRACTOR SHALL ESTABLISH PERMANENT BENCHMARKS PRIOR TO
THE START OF CONSTRUCTION. ALL SECONDARY BENCHMARKS
SHALL BE LOCATED SO THAT THEY WILL NOT BE DISTURBED DURING
CONSTRUCTION.

LIMITS OF DISTURBANCE IS NOTED ON DRAWINGS. CONTRACTOR IS
RESPONSIBLE FOR ALL DAMAGE DUE TO OPERATIONS INSIDE AND
OUTSIDE THE LIMITS OF DISTURBANCE. ANY AREAS OUTSIDE THE
LIMITS OF DISTURBANCE THAT ARE DISTURBED SHALL BE RESTORED
TO THE ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE
OWNER. IF NO LIMITS OF DISTURBANCE S SHOWN, PROPERTY LINE
SHALL BE THE LIMITS OF DISTURBANCE.

CONTRACTOR SHALL EMPLOY CARE IN SCHEDULING CONSTRUCTION
SO AS TO MAINTAIN EXISTING VEHICULAR TRAFFIC PATTERNS AND
MINIMIZE DISRUPTION TO SURROUNDING PEDESTRIAN TRAFFIC.
CONTRACTOR SHALL EMPLOY SPECIAL CARE TO PROTECT SAFETY OF
PEDESTRIANS INSIDE AND QUTSIDE OF THE LIMITS OF DISTURBANCE.
VARIOUS PERMITS ARE REQUIRED FOR THIS PROJECT. IT IS THE
CONTRACTOR'S RESPONSIBILITY TO ENSURE ALL REQUIRED PERMITS
FROM ALL JURISDICTIONS AFFECTED BY THIS WORK ARE IN PLACE
PRIOR TO CONSTRUCTION.

ALL ALTERATIONS TO THESE DRAWINGS MADE IN THE FIELD DURING
CONSTRUCTION SHALL BE RECORDED BY THE CONTRACTOR ON
"AS-BUILT DRAWINGS," AS SPECIFIED.

CONTRACTOR SHALL MAINTAIN THE INTEGRITY OF ALL EXISTING
INFRASTRUCTURE FOR THE DURATION OF CONSTRUCTION.

L-0.00 COVER SHEET
L-0.10 EXISTING CONDITIONS & EROSION
AND SEDIMENT CONTROL PLAN
0 LAYOUT & UTILITIES PLAN
0 GRADING & DRAINAGE PLAN
.10 STORMWATER DETAILS
0 CONSTRUCTION DETAILS
0 PLANTING PLAN

PERMIT SET
DOCUMENTS
10/29/2021

studioA

M‘m-lm‘m

STUDIO A
LANDSCAPE ARCHITECTURE +
ENGINEERING, DPC

MAILING:

PO BOX 272

SARATOOA SPRINGS; NY 12456
OFFICE LOCATION:

34 HiTiF ROCK AVE, SUFTE 3
SARATOGA SPRINGS, NY 12866

(518) L50-L030

Pk WEATON BT Nl Wi 47T
DatEime L 1k an i
e

DRAWINGS
NOT FOR
CONSTRUCTION

DESCRIPTION

REVISIONS
§10/29/2021] SITE PLAN REVIEW

DATE

KENYON PROPERTY MANAGEMENT, LLC

68 PARK ROAD,
QUEENSBURY, NY (2804

PREFARED FOR

PROJECT
DRAWING TITLE
COVER SHEET

KPPl SHOP BUILDING

(]

/2

D
b=t

NO.
21067
DRAWING NO.

| -0.00
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CHECKED 8Y

(12113

DRAWN B8Y:

(1YY

DESIGN BY:

CATHERRE LLUGIHIN

K026/ 25L PM

2

PLOTTED BY:
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One Story Building

TEST PIT LOG

TEST PIT TP-I

TEST PIT TP-2

TEST PIT TP-3

TEST PIT TP-&

TEST PIT TP-§

TEST PIT TP-6

0'=1' DRGANICS, ROOTS, 8 TORSOIL
1=t CLAYEY LOAM

REFUSAL @ &' ON BOULDER OR BERROCK
MO GROUNDWATER ENCOUNTERED

o°-B" URGANICS, ROOTS, & TOPSOIL
15" CLAYEY LDAM

164" HEAVILY MOTTLED CLAYEY LOAM
REFUSAL & L' ON BOWLDER OR BEDRDCH
O GROUMDWATER ENCOUNTERED

8" ORGANICS, ROOTS, & TOPSOIL

B7-15" CLAYEY LOAM

1574 HEAVILY HMOTTLED CLAYEY LOAM
&5 SILTY LOAM

GROUNDWATER ENCOUNTERED AT &
REFUSAL @ &°4" ON BOULDER OR BEDRGON

-4 CLAYEY LOAM
GROUNDWATER ENCOUNTERED AT &4
REFUSAL & 4" ON BOULOER OR BEDROCK

10" ORGANICS, ROCTS, & TOPSOIL
107-4* SHT WITH TRACE GRAVEL, MOTTLED
GROUNDWATER ENCOUNTERED AT 2'

0°«B” GRGANICS, RODTS, & TOFSOIL
B'-28° CLAYEY LOAM. HEAVILY MOTTLED

TEST PITS WERE EVALUATED AND WITNESSED BY
MATTHEW E. HUNTINGTON, PE. ON AUGUST 19, 202!

Park Road

SITE PREPARATION B

EROSION & SEDIMENT CONTROL NOTES:

. NOTE: DRD® INLET PROTECTION Ta BE INCLUDE[ AT ALL NEW CATLH BASING AND AT

MOLITION NOTES:

CONTRACTOR SHALL FIELD VERIFY ALL EXISTING UTILITIES AND SUBISLRFACE
COMDITIONS PRIOR TO THE START OF WORK, CODRDINATE ALL UTILITY REQUIREMENTS
AND WORK WITH THE APFROFRIATE UTILITY FROVIDER. NOTIFY OWNER'S
REPRESENTATIVE OF ANY AND ALL DISCREPANCIES.

A1) REFUSE, DEBRIS AND MISCELLANEOLS |TEMS TO BE REMOVED. MATERIALS THAT
ARE NOT TO BE STOCKPILED FOR LATER USE OM THE PROJECT OR DELIVERED TO THE
OWNER, SHALL BE LEGALLY DISPOSED OF OFF-SITE BY THE CONTRACTOR IN A TIMELY
FAGHION 80 AS NOT TO DISRUPT PROGRESS AND TG ENSURE SAFE SITE CONDITIONS
CONTRACTOR SHALL NOT REMOVE GR DISTURE ANY ITEMS KNDWN TO CONTAIN
HAZARDOUS MATERIALS OR SUBSTANCES. CONTRACTOR SHALL NOTIFY ENGINEER
IMMEDIATELY OF HAZARDOUS MATERIALS 0R SUBSTANCES DISCOVERED DURING THE
COMPLETION OF SPECIFIED WORK

studio

STUDIO A

LANDSCAPE ARCHITECTURE +
ENGINEERING, DPC

MAILING:

PO BOX 272
SARATOGA SPRINGD, NY [Z668

OFFICE LOCATION.
38 HIGH ROCK AVE, SWITE 3
SARATOGA SPRINGE, NY 12868

{518 450-4030

CONTRACTOR SHALL STRIF AND ETOCKPILE EXISTING TOPSOIL TO FULL CEPTH WITHIN
THE LIMIT OF GRADING BEFORE COMMENCING EXCAVATION AND GRADING GFERATIONS,
TOPSOH, SHALL NOT BE REMOVED FROM THE SITE URLESS APPROVED BY THE DWNER'S
REFRESENTATIVE.

THE CONTRACTOHR 15 RESPONSIELE FOR ANY DAMAGE TO EXISTING CONDITIONS AND
WHICH ARE GUTSIDE THE LIMIT OF WORK,

CONTRACTOR SHALL IMPLEMENT AND BE RESPOMSIBLE FOR ALL NECESSARY MEASURES
AND PROCEDURES TO MAINTAIN AND PROTECT EXISTING UTILITIES Ta REMAIN,
PEDESTRIANS, LOCAL TRAFFIC AMD ROADWAYS, ADJACENT PROPERTIES, AND ETC, FOR
DURATION OF PROJECT AND UNTIL FROJECT COMPLETION, CONTRACTOR SHALL BE

Wew voke wtan]

i
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RESPONSIELE FOR ALL DAMAGES AND/OR RESTCRATION REQUIRED AS A RESULT OF
DEFICENT PROTECTION MEASURES,

THE CONTRACTOR SHALL CODRDINATE ALL ADJUSTMENT OR ABARDONMENT OF
UTILITIES WITH THE RESFECTIVE UTILITY COMPANY AND PAY ALL ASSOCIATED COSTS
IF BPPLICABLE.

ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS SHALL BE PROTECTED TO
PREVENT MUD ONTO PUBLIC WAYS, ANY MUD ON PUBLIC WAYS ORIGINATING FROM THE
JOB SITE SHALL BE CLEANED By THE CONTRACTOR ONLY )
CONTRACTOR SHALL BE REQUIRED T0 SECURE ALL PERMITS THAT MAY BE REQUIRED
FROM ALL JURISDICTIONS AFFECTED BY THIS WORK,

CONTRACTOR SHALL PROTECT ALL EXISTING UTILITIES NOT TO BE REMOVED WHERE
APPLICAALE,

ALL EXPOSED S0 DISTURBANCE SHALL EE N ACCORDANCE WITH THE m¥s DEC
REQWREMENTS.ANY EXPOSED SOIL SHALL BE PROPERLY STABILIZED WITH EITHER
PERMANENT SEED AND MULCH UPON COMFLETION OF CONSTRUCTION, OR TEMPORARILY
SEEDED AND MULCHED IF IT WILL BE MORE THAN L DAYS BEFORE ARDITIONAL SOIL
DISTURBANCE WILL OCCUR, ALL DISTURBED AREAS STRIPFED OF VEGETATION SHALL BE
BEVEGETATED 'WITHIN 1. DAYS FROM THE SUBSTANTIAL COMPLETION oF
CONSTRUCTION OR CLEARING ACTIVITIES.

THE CONTRACTOR SHALL LIMIT THE AREA OF CLEARING AND GRUBSING, EXCAVATION,
BORROW. AND EMEANKMENT OFERATIONS IN FROGRESS. COMMENSURATE WITH THER
CAPABILITY AND PROGRESS |M KEEFING THE FINISH GRADING AND MULCHING, SEEDING
AMD OTHER TEMPORARY ANDIOR PERMANENT COMTROL MEASURES IN ACCORDANCE
WITH THESE PLANS,

THE CONTRACTOR SHALL DESIGMNATE TO THE OWNER'S REPRESENTATIVE A QUALIFIED
ERCSION AND SEDIMENT CONTROL SUPERVISOR WITH ADEQUATE TRAINING, EXPERIENCE,
AND AUTHOR('Y TO IMPLEMENT AND MAINTAIN ALL EROSION AND SEDIMENT COMTROL
MEASURES AS PER THE NYS DEC REQUIREMENTS.

COMNSTRUCTION |15 TO FROCEED IN ACCORDANCE WITH THE CONSTRUCTION PHASING
SCHEDWLE SUPPLIED BY THE COMTRACTOR OR SHOWN DN THE PLANS, GRASEES SHALL
BE ESTABLISHED ON ALL DISTURBED AREAS AS SO0N AS POSSIBLE. FOR TIME FRAMES
QUTSIDE THE GROWING SEASON, OTHER METHODS OF S0IL STAHILIZATION (SUCH AS
THE USE OF JUTE MESH EXCELSIOR MATTING) WILL BE USED UNTIL SUCH A TIME AS
GRASS CAN HE ESTABLISHED.

ALl APPLICABLE ERCSIGN AND SEDIMENT CONWTROL PRACTICES SHALL BE IN FLACE
PRIOR TO ANY SITE DISTURBANCE. THIS INCLUDES GRADING OFERATIONS, UTILITY OR
STRUCTURE INSTALL.

S0IL ERDSION. AND SEDIMENT CONTROL PRACTICES ON THIS FPLAN SHALL BE
CONSTRUCTED M ACCORDANCE WITH NYS DEC REOLIREMENTS

APPLICABLE EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE LEFT IN FLACE
UNTIL THE CONTRIBUTING DRAINAGE AREA SERVED & STARILIZED.
THE CONTRACTOR SHALL PERFORM ALL WORK, FURNMISH ALL MATERIALS AND INSTALL
ALL MEASURES REQURED TO REASOMABLY CONTROL SOIL EROSION RESLLTING FROM
CONSTRUCTIGN OPERATIONS AND FREVENT EXCESSIVE FLOW OF SEDIMENT FROM THE
CONSTRUCTION SITE.
THE SITE SHALL AT ALL TIMES BE GRADED AMD MAINTAINED SUCH THAT ALL
STORMWATER RUMDFF IS DIVERTED TO SOR ERDSION AND  SEDIMENT CONTROL
FACILITIES.
ALL SEDIMENTATION STRUCTURES WILL BE INSFECTED AND MAINTAINED AFTER EVERY
STORM EVENT
THE CONTRACTORS ATTENTION 15 DHRECTED TO THE FACT THAT THROUGHOUT THE
DURATION OF THE FROJECT (T WILL BE THE CONTRACTDR'S RESFOMSIBILITY TO
PROTECT ALL WATER COURSES FROM WATER BORNE SEDIMENT OR FOLLUTANTS
QRIGINATING FROM ANY WORK DONE 0, OR IN SUFPDRT OF THIS PROECT,
ALL MECESSARY FRECAUTIONS SHALL BE TAXEN TO PREVENT CONTAMINATION OF
MNEARSY WATERBODIES OR STORM SEWER SYSTEMS BY SILT, SEDIMENT, FLELS.
SOLVENTS, LUBRICANTS, EPOXY COATINGS, CONCRETE LEACHATE, OR ANY OTHER
POLLUTANT ASSOCIATED WITH COMNSTRUCTION AND COMSTRUCTIDN PROCEDURES.

BLL CATCH BASING 7O REMAIN IF APPLICABLE

LEGEND
— v — PPOPERTY LIE
— — — —— FPOSERTy LE TETRAGY
e HEAN HIGH VATER LINE
LINITS OF DISTURBSNCE
— @ — % —  SLTFEIKE

ESETIIAG HEJER CRUTAUNT
LTI DR CORTIRT

ETRALITED COPATRUETION
ENTRANCE

ZPPPOITE 2 STATEN
OF TESTPITS

EXISTING FIRE HYDRANT

S 0UERHEAD UTLITY FOLE

ETRTING FOTASE HATER SEPWE

EFRTING SLITER BERSE SEPOLE

GRAPHIC SCALE

20 [} ] El Li

| INcH = 20 FEET
ON 24" X 36" SHEET

N

NEY MADE FOR KENYON PROFEATY MANAGEMENT. LLE® TOWN OF

£l
RINGSIAURY ., WASHINGTON COLNTY, NEW YOHRK®, PREPARED BY VAN DUZEN & STEVES LAND M

SURVEYORS, DATED MARCH 76, F021

45 DRAFTED WITHOUT THE BEMEFIT OF "DIG SAFE™ MARBRINGS . UTILITIES

5
SHOWN ARE WOT WARRANTED TO §E EXACT OF COMPLETE. THE CONTRACTOR SHALL
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. VERIFY LOCATION OF ALL BUILDINGS, WALLS, ROADS AND CURES
AFFECTING SCOPE OF WORK

N

VERIFY LOCATION OF ALL VALLTS, ELECTRICAL DUCT BANKS, MANHOLES,
CORDUIT AND PIPING, DRAINAGE STRUCTURES AND OTHER UTILITIES WITH
THE APFROPRIATE R 5. NOTI F ANY
CONFLICTS WITH ENGINEER SCOPE

TARE ALL GIMENSIONS FROM FACE OF GRAVEL PARKING AREA OR
BUILDING TO CENTERLINE OF DRIVE OR TREES UNLESS OTHERWISE
NOTED.

(2}

~

ALL ANGLES TO BE %0 DEGREES AND ALL LINES OF PAVING AND FENCING
TO BE PARALLEL UNLESS NOTED OTHERWISE. MAINTAIN HORIZONTAL
ALIGNMENT OF ADJACENT ELEMENTS AS NOTED OM THE DRAWINGS.
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'IW INLET INv, EL. 338.2' z
QUTLET INv, EL. 358.2 ; a
o
z ™
= - 3 / e E
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R 2'W X I' DEEP 50 200'L X 5.50'W X |' DEEP = CREST EL. 3L4.5' 5T | 1 B uz‘I - w
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[ One Story Building |
S|TE WORK NOTES: Il EXCAVATION REQUIRED WITHIN DRIP LINE OF TREES DESIGNATED TO REMAIN
SHALL BE DONE BY HAND SO THAT NO DAMAGE OCCURS TO EXISTING ROOT
BEFORE ANY LAND CLEARING IS COMPLETED, THE CONTRACTOR SHALL ARRANGE A SYSTEM. PLANT MATERIALS DAMAGED BY CONTRACTOR SHALL BE REPLACED IN
MEETING ON SITE WITH THE OWNER'S REPRESENTATIVE TO IDENTIFY WHICH KIND AT NO ADDITIONAL EXPENSE TO THE OWNER.
TREES ARE TO BE PROTECTED OR REMOVED. NO CLEARING SHALL OCCUR WITHOUT )2 EXCAVATION SHALL BE TO ELEVATIONS INDICATED WITH A TOLERANCE OF # I* LEGEND
A CLEAR UNDERSTANDING OF THE EXISTING CONDITIONS TO BE PRESERVED 13. SUBBASE COURSE MATERIAL SHALL CONFORM TO NYS DEPARTMENT OF SESERY
2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING TRANSPORTATION STANDARD SPECIFICATIONS SECTION 304, TYPE 2 AND SHALL s s v PROPERTY LINE
TREES AND PLANTS DESIGNATED TO REMAIN FOR THE LENGTH OF THE CONFORM TO MIN 95% MODIFIED PROCTOR DENSITY BACKFILL MATERIAL SHALL
CONSTRUCTION PERIOD. THE PLACEMENT OF PROTECTION DEVICES ADDITIONAL TO BE COMPACTED ON SITE SOIL MATERIAL, PROPERTY LINE SETBACK
THOSE NOTED SHALL, HOWEVER, BE AT THE CONTRACTORS DISCRETION. VEHICLES 1, EMBANKMENT FILL SHALL CONFORM WITH ALL REQUIREMENTS OF NYSDOT SPEC. .
SHALL NOT BE PARKED WITHIN THE DRIP LINE OR WHERE DAMAGE MAY RESULT TO SECTION 205. MAXIMUM ALLOWABLE LOOSE LIFTS FOR EMBANKMENTS SHALL BE 12 100 STREAM BANK SETBACK
TREES TO BE KEPT. CONSTRUCTION MATERIALS SHALL NOT BE STORED BENEATH INCH AND SHALL BE COMPACTED TO NOT LESS THAN 95% OF THE MAXIMUM
TREES TO BE KEPT, ALL TEMPORARY EROSION AND SEDIMENT (E&S) CONTROL DENSITY AS ESTABLISHED THROUGH THE STANDARD PROCTOR COMPACTION SILT FENCE
MEASURES SHALL BE INSTALLED PRIOR TO ANY EARTH DISTURBANCE. E&S TEST PER ASTM D698
CONTROL DEVICES SHALL BE REGULARLY INSPECTED AND MAINTAINED AS NEEDED 15. ALL TRENCHES AND OTHER EXCAVATION SIDE SLOPES INDICATED ON THE EXISTING MAJOR CONTOURS
TO ENSURE SATISFACTORY PERFORMANCE. ANY DAMAGE OCCURRING DURING THE DRAWINGS ARE DIAGRAMMATIC ONLY AND ARE NOT INTENDED TO INDICATE A
COURSE OF CONSTRUCTION SHALL BE REFAIRED BY THE CONTRACTOR AT NO STABLE EXCAVATION SLOPE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE EXISTING MINOR CONTOURS
ADDITIONAL EXPENSE TO THE OWNER. ASSOCIATED FINES RESULTING FROM ADEQUACY AND STABILITY OF ALL EXCAVATION SLOPES, SHEETING, SHORING, w
SUCH DAMAGE SHALL ALSO BE PAID BY THE CONTRACTOR. TRENCH BOXES, AND ANY OTHER MEANS REQUIRED FOR A SAFE WORK PROPOSED MAJOR CONTOURS o
ALL PROPOSED GRADES SET IN THE FIELD TO BE COMPLETED BY A NEW YORK ENVIRONMENT AND FOR PROTECTION OF ADJACENT ROADWAYS AND OTHER b
STATE LICENSED SURVEYOR, STRUCTURES. ALL EXCAVATION WORK SHALL COMPLY WITH THE REQUIREMENTS PROPOSED MINOR CONTOURS =
ALL AREAS REQUIRING FILL SHALL BE BROUGHT TO REQUIRED GRADE IN A OF THE FOLLOWING REGULATORY AGENCIES: ) =
MAXIMUM OF [2° COMPACTED LIFTS. PROPOSED SWALE <[
ALL SLOPES 3:| AND GREATER SHALL BE STABILIZED WITH SLOPE STABILIZATION -- SUBPART 23-4, "EXCAVATION OPERATIONS®, OF NEW YORK DEPARTMENT OF LABOR Z ¥
MATS. LOCATIONS AND METHODS TO BE APPROVED BY THE OWNER'S INDUSTRIAL CODE RULE 23 PROPOSED SPOT GRADES a e
REPRESENTATIVE, -- SUBPART P, "EXCAVATIONS* OF THE UNITED STATES DEPARTMENT OF LABOR OSHA O
PITCH EVENLY BETWEEN SPOT GRADES ALL PAVED AREAS MUST PITCH TO DRAIN REGULATIONS FOR CONSTRUCTION. = )
AT A MINIMUM SLOPE OF ONE-EIGHTH (}') PER FOOT. ANY DISCREPANCIES NOT -- ALL OTHER MUNICIPAL, COUNTY, STATE OR FEDERAL AGENCIES, REGULATIONS OR oD zZ
ALLOWING THIS TO OCCUR SHALL BE REPORTED TO THE OWNER'S LAWS PERTAINING TO EXCAVATION SAFETY AS MAY APPLY AT THE WORK SITE m g
REPRESENTATIVE IMMEDIATELY BEFORE CONTINUING WORK. — THE MORE STRINGENT PROVISION IN EACH OF THE ABOVE CODES SHALL APPLY. o w
EXCAVATION REQUIRED WITHIN 3 FEET OF EXISTING UTILITY LINE SHALL BE DONE THESE PROVISIONS SHALL BE CONSIDERED  MINIMUM REQUIREMENTS AND SHALL S O
BY HAND, CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING UTILITY LINES BE INCREASED IF NECESSARY TO PROVIDE SAFE WORKING CONDITIONS GRAPHIC SCALE g - Z
OR STRUCTURES INCURRED DURING CONSTRUCTION OPERATIONS AT NO 3 x 5 © 5
ADDITIONAL COST TO THE OWNER, 16 CRUSHED STONE, WHERE CALLED FOR ON THE DRAWINGS, SHALL CONFORM TO NYS ) & e o z 2
CONTRACTOR SHALL BLEND NEW EARTHWORK SMOOTHLY INTO EXISTING GRADE, DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS SECTION 703-02, wo_ = =
PROVIDING VERTICAL CURVES OR ROUNDINGS AT THE TOP AND BOTTOM OF ALL SIZE DESIGNATION 2 % o z
SLOPES. 17 ALL DISTURBED AREAS NOT COVERED WITH SITE IMPROVEMENTS OR LANDSCAPING = 70 FEET ~ O
DURING GRADING OPERATIONS, DRAINAGE OF THE SITE AND ADJACENT AREAS SHALL BE COVERED WITH 3° OF TOPSOIL AND SEEDED TO ESTABLISH A DENSE ON 2" X 36" SHEET BATE. 10/207300]
SHALL BE MAINTAINED CONTINUOUSLY TO PREVENT EROSION OR OTHER DAMAGE. GROWTH OF TURF. SEED MIX SHALL INCLUDE 70% CREEPING RED FESCUE AND e
WHEN IT 1S NECESSARY TO INTERRUPT DRAINAGE OR OTHER EXISTING UTILITIES, 30% BLEND OF SHADE-TOLERANT HARD FESCUE. SEED MIX LBS/1,000 SQ. FT. e ooy
CONTRACTOR IS TO PROVIDE TEMPORARY FACILITIES UNTIL PERMANENT WORK IS SHALL BE COMPLIANT WITH NYS STANDARDS AND SPECIFICATIONS FOR EROSION B MADE FOR "KENYON PROPERTY HANAGEMENT, LLC* TOWN OF 2106
COMPLETED AT NO COST TO THE OWNER AND SEDIMENT CONTROL, PAGE 4.46. KINGSSBURY, WASHINGTON COUNTY, NEW YORK", PREPARED BY VAN DUSEN & STEVES LAND IDRAWING NO.
GRADE AREAS ADJACENT TO BUILDING LINES TO DRAIN AWAY FROM STRUCTURE SURVEYORS, DATED MARCH 26, 2021
TO PREVENT PONDING. FINISHED SURFACES SHALL BE FREE FROM ANY ABRUPT OR e, b WiTHOUT THE BEREFT OF 1G SAFE® MARKINGS. UTILITES _
IRREGULAR CHANGES. SHOWN ARE NOT WARRANTED TO BE EXACT OR COMPLETE. THE CONTRACTOR SHALL -
CONTACT "DIG SAFE" AT 81) BEFORE COMMENCING ANY WORK AND SHALL PRESERVE

EXISTING UTILITIES WHICH ARE NOT SPECIFIED TO BE REMOVED IN THIS PLAN SET.
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FILTER FABRIC
L PERFORATED

I. THE SOIL FOR BIORETENTION SHALL BE A UNIFORM MIX, FREE OF STONES, STUMPS, ROOTS OR OTHER SIMILAR OBJECTS LARGER THAN TWO (2) INCHES IN DIAMETER, NO OTHER
MATERIALS OR SUBSTANCES SHALL BE MIXED OR DUMPED WITHIN THE BIORETENTION AREA THAT MAY BE HARMFUL TO PLANT GROWTH, OR PROVE A HINDRANCE TO PLANTING
MAINTENANCE OPERATIONS. THE PLANTING SOIL SHALL BE FREE OF NOXIOUS WEEDS, THE SOIL MIXTURE SHALL BE A MIXTURE OF TWOQ (2) PARTS SAND AND ONE (1) PART TOPSOQIL, BY
VOLUME, SAND SHALL MEET THE REQUIREMENTS OF NYSDOT § 703.07 CONCRETE SAND. THE TOPSOIL SHALL MEET THE REQUIREMENTS OF NYSDOT § 713-01 TOPSQIL-TYPE A. THE

MIXTURE SHALL HAVE A PH RANGE OF 5.2 TO 7.6

2. THE PLANTING SOIL SHALL BE TESTED AND SHALL MEET
PH RANGE 52-76

ORGANIC MATTER 1.5% - 4%
MAGNESIUM 3518./aC
PHOSPHORUS P20s 7518 /ac
POTASSIUM K20 B85LB /AL

SOLUBLE SALTS

THE FOLLOWING CRITERIA:

NOT TO EXCEED 500rPH

5. ALL BIORETENTION AREAS SHALL HAVE A MINIMUM OF ONE (1) TEST. EACH TEST SHALL CONSIST OF BOTH STANDARD SOIL TEST FOR PH, PHOSPHOROUS, AND POTASSIUM AND ADDITIONAL
TESTS OF ORGANIC MATTER, AND SOLUBLE SALTS. A TEXTURAL ANALYSIS 1S REQUIRED FROM THE SITE STOCKPILED TOPSOIL. IF TOPSOIL IS IMPORTED, THEN THE TEXTURE ANALYSIS

SHALL BE PERFORMED FOR EACH LOCATION WHERE THE

TOPSOIL WAS EXCAVATED.

4 PLANTING BED SHALL BE A MIX OF UPLAND AND WETLAND NATIVE SHRUBS, GRASSES AND HERBACEOUS PLANT MATERIAL ARRANGED IN A NATURAL CONFIGURATION STARTING FROM THE
MORE UPLAND SPECIES AT THE OUTERMOST ZONE OF THE SYSTEM TO MORE WETLAND SPECIES AT THE INNERMOST ZONE. PLANTS SHALL BE CONTAINER GROWN WITH A WELL
ESTABLISHED ROOT SYSTEM, PLANTED ON ONE-FOOT CENTERS. THE AREA SHALL NOT BE SEEDED AS THIS TAKES TOO LONG TO ESTABLISH THE DESIRED ROOT SYSTEM SHREDDED
HARDWOOD MULCH SHALL BE APPLIED UP TO 2 INCHES TO HELP KEEP SOIL IN PLACE.
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LINES, GRADES AND LOCATIONS SHOW ON THE PLAN

2 SET SPACING OF CHECK DAMS TO ASSUME THAT THE
ELEVATIONS OF THE CREST OF THE DOWNSTREAM
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UPSTREAM DAM,
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, THE WASHOUT FACILITY SHALL BE SIZED TO CONTAIN SOLIDS, WASH WATER, AND RAINFALL SIZED TO ALLOW FOR ‘I ———
et EVAPORATION OF WASH WATER AND RAINFALL. WASH WATER SHALL BE ESTIMATED AT 7 GALLONS PER CHUTE AND 50 | ™ eRuee ek LeTTERS
GALLONS PER HOPPER OF CONCRETE PUMP TRUCK AND/OR DISCHARGING DRUM. THE MINIMUM SIZE SHALL BE 8 FEET BY 8 SHALL BN WHITE
FEET AT THE BOTTOM AND 2 FEET DEEP. IF EXCAVATED, THE SIDE SLOPES SHALL BE 2 HORIZONTAL TO | VERTICAL WARHOUT HERE | Baci GRATING
Bl === = LOCATION: GALVANIZED *U*
12 MIN. LOCATE THE FACILITY A MINIMUM OF 100 FEET FROM DRAINAGE SWALES, STORM DRAIN INLETS, WETLANDS, STREAMS AND 720" TO CHANNEL POST DRAWINGS
3 OTHER SURFACE WATERS. PREVENT SURFACE WATER FROM ENTERING THE STRUCTURE EXCEPT FOR THE ACCESS ROAD. BOTTOM OF SIGN
12 MiN, EXISTING PROVIDE APPROPRIATE ACCESS WITH GRAVEL ACCESS ROAD SLOPED DOWN TO THE STRUCTURE. SIGNS SHALL BE PLACED st GRADE NOT FOR
: PAVEMENT TO DIRECT DRIVERS TO THE FACILITY AFTER THEIR LOAD IS DISCHARGED. r -
LINER: } CONSTRUCTION
- — 3 MIN SIGN SHALL BE PLACED
Pl et L) / ALL WASHOUT FACILITIES SHALL BE LINED TO PREVENT LEACHING OF LIQUIDS IN THE GROUND. THE LINER SHALL BE PLASTIC SO £ }FT/-“«,&FéOMINTE%ELOCATION
SHEETING WITH A MINIMUM THICKNESS OF [0 LS WITH NO HOLES OR TEAR, AND ANCHORED BEYOND THE TOP OF THE PIT WITH EMHEDMENT | HOU A
EXSTING oD . AN APPURTENANCE EXCEPT AT THE ACCESS POINT ¥
fANaL IF PRE-FABRICATED WASHOUTS ARE USED THEY MUST ENSURE THE CAPTURE AND CONTAINMENT OF THE CONCRETE WASH AND SHOUT SIGN
k' M, BE SIZED BASED ON THE EXPECTED FREQUENCY OF CONCRETE POURS. THEY SHALL BE SITED AS NOTED IN THE LOCATION HWASHOUT SIGN
' CRITERIA
=
HAINTENANCE: g E
N?TE:STONE SIZE - USE I -4" TYPE 3 STONE « AL CONCRETE WASHOUT FACILITIES SHALL BE INSPECTED DAILY, DAMAGED OR LEAKING FACILITIES SHALL BE DEACTIVATED AND REPAIRED IMMEDIATELY. EXCESS RAINWATER THAT c|&
o - , HAS ACCUMULATED OVER HARDENED CONCRETE SHALL BE PUMPED TO A STABILIZED AREA SUCH AS GRASS FILTER STRIP o
&, LENGTH - NOT LESS THAN S0 FEET (EXCERT ON A SINGLE RESIDENCE LOT WHERE A 30 HINMUM LENGTH WOULD APPLY) +  ACCUMULATED HARDENED MATERIAL SHALL BE REMOVED WHEN 75% OF STORAGE CAPACITY OF THE STRUCTURE IS FILLED ANY EXCESS WASH WATER SHALL BE PUMPED INTO A 2 I E
i F‘E';T E B"‘T o7 LE WIDTH WHERE INGRESS SS OCCUR. 24 FEET IF CONTAINMENT VESSEL AND PROPERLY DISPOSED OF OFF SITE. 3|al2
;\Illr\ll)grE-El?lTR ANC?%M%Té S‘I’TEN LESS THAN THE FULL WIDTH WHERE INGRESS AND EGRE 20 L « DISPOSE OF THE HARDENED MATERIAL OFF-SITE IN A CONSTRUCTION/DEMOLITION LANDFILL. ON-SITE DISPOSAL MAY BE ALLOWED IF THIS HAS BEEN APPROVED AND ACCEPTED AS PART = b I
AS SPECIFIED, OR A MINIMUM OF 2 COMPACTED EARTH FILL >
Sin CEOTEXTILE ~ WILL BE PLACED:OVER THE ENTIRE AREA PRIOR TO PLACING THE STONE ngTTH:ESF;E%J'EEJgNsTVdsF'; AEIEE/;TD %sgk gygNmTREg%Nsnouw BE RECYCLED AS SPECIFIED, OR BURIED AND COVERED WITH A MINIMUM OF 2 FEET OF CLEAN COMPACTE! 2 e
6. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD CONSTRUCTION ENTRANCES SHALL BE PIPED « THE PLASTIC LINER SHALL BE REPLACED WITH EACH CLEANING OF THE WASHOUT FACILITY. 4 “w
ACROSS THE ENTRANCE. IF PIPING IS IMPRACTICAL, A MOUNTABLE BERM WITH A 5: SLOPE WILL BE PERMITTED «  INSPECT THE PROJECT SITE FREQUENTLY TO ENSURE THAT NO CONCRETE DISCHARGES ARE TAKING PLACE IN NON-DESIGNATED AREAS =]
7. MAINTENANCE- THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOWING OF wlg
SEDIMENT ONTO PUBLIC RIGHTS-OF WAY MUST BE REMOVED IMMEDIATELY. ==
8 WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON A AREA STABILIZED WITH STONE AND WHICH DRAINS INTO AN CONCRETE WASHOUT AREA DETAIL 28
APPROVED SEDIMENT TRAPPING DEVICE. L S =
9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN e N
Q
p|
STABILIZED CONSTRUCTION ENTRANCE DETAIL =
SCALE N1 5, = =
o " NYS DOT LI TYPE 7 TOP COURSE Z
1 Py
NYS DOT 401 TYPE 3 BINDER COURSE ALV, STEEL SQUARE u
WOVEN WIRE NYS DOT ITEM 504-2.03 ¥ i POST (TC-870288) <ZI
FENCE (MIN. 14 2" HARDWOOD 367 MIN, FENCE POST TYPE 2 GRAVEL SUBBASE L I 3
GAUGE W MAX 6° FENCE POSTS, : s 2
MESH SPACING) MIN. 36* LONG, COMPACTED SUBGRADE 3 = 3
IVEN 16* INTO T b
2205,4,, WOVEN WIRE FENCE ——e=y . E i e 'n_: >
(MIN. 15 § GAUGE W/ s SECTION VIEW 55 z
MAX, 6° MESH SPACING) g [
WITH FILTER CLOTH 5 5 ASPHALT PAVEMENT DETAIL S 8 ok
o s SCALE RTE o x3
2 COMPACTED SOIL oo e B
2 o zEuw
B o=
#g e @ axgio
gH af EMBED FILTER —w o UNDISTURGED & TR
5o In CLOTH A MIN. OF 4 CONCRETE EMBEDMENT ox oo
g 8 IN GROUND | v 53 NYS DOT ITEM 504-2.03 Vol X Ief- X '/ (1IN)
5 v £ TYPE 2 GRAVEL SUBBASE J000PS1 @ 28 DAYS
SECTION VIEW COMPACTED TO 5% TWo " GALY, STEE!
STANDARD PROCTOR Wy g L
NOTES: PERSPECTIVE VIEW TE R s
1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES OR SILT FENCE SLOPE LENGTH/FENCE LENGTH (FT.) 5 E MIRAFI S00X WOVEN
STAPLES POSTS SHALL BE STEEL EITHER “T" OR "U* TYPE HARDWOOD. i =S STABILIZATION FABRIC
2. FILTER CLOTH TO BE FASTENED SECURELY TO WOVEN WIRE FENCE WITH TIES SPACED sTAoARD | RENFORCED I
EVERY 34 AT TOP AND MID SECTION, FENCE SHALL BE WOVEN WIRE, 6" MAX MESH SLOPE SUPER COMPACTED SUBGRADE
OPENING FENCE FENCE
3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY SHALL BE 2% 300 / 1500 NA NA £ NOTE:
OVERLAPPED BY SIX INCHES AND FOLDED, FILTER CLOTH SHALL BE EfTHER FIXTER X, ALL SIGNAGE MATERIALS A4 SSTALLATION SHALL
MARAFI 00X, STABILINKA TILON OR APPROVE EQUIVALENT IF USING THE WOVEN WIRE 2%:10% 125 L1000 _ 250/ 2000 [[I] 500/ 2500 GRAVEL DRIVEWAY DETAIL A CONF R TOMGRIIIIREREQUAENENTS OF
FENCE, IF THE WOVEN WIRE FENCE IS NOT USED, FILTER FABRIC MUST BE NYSDOT 10-20% 100 / 750 150 7 1000 200 / 1000 SCALE NTR
APPROVED MATERIAL LIST FOR SILT FENCE, UNSUPPORTED 1 2M POST SPACING PITRETY 57500 207750 0071000
SILT FENCE DETAIL ~ ACCESSIBLE ICON
TRENTT SEE PLAN FoR— | (SEE NOTE ) O i
SIGN LOCATIONS —— 1" WIDE WHITE PAINTED PARKING
J STRIPES, COMMON SPACES
4
\ w
—
SILT FENCE TO EXTEND AROUND ENTIRE g
PERIMETER OF STOCKPILE, OR TO EXTEND =
AROUND DOWNSTREAM PORTION IF STOCKPILE ) W
4 IS ON A SLOPE e o = ra)
I'II comKn BT RG =
T o z
= o
= 2 —
| il o) > e
| e L I : ; 435
= = | e o i i o § 5' MIN [ 9 o
= f TECTTER =TT ~F S [Em
/ ACCESS  HC COMMON £ =
AISLE  PARKING  PARKING S w 2w
NOTES: £z
I REFERENCE IS MADE TO THE SILT FENCE DETAIL FOR MATERIALS AND INSTALLATION METHODS. NOTES: § 0O z o
2. IF THE STOCKPILE IS TO REMAIN FOR MORE THAN I4 DAYS, IT SHALL BE STABILIZED WITH BURLAP MATTING OR SEEDED I éblﬁRDEIrT?stulgmesmlﬁLsﬁ% lgngnC_g?r?msCE WITH ADA STANDARD AND Tz g O
WITHIN 7 DAYS OF COMPLETION TO MINIMIZE EROSION. . R
3. INSPECTION OF SILT FENCES SHALL BE AT LEAST ONCE PER WEEK OR AFTER SUBSTANTIAL RAINFALL. REPAIR OR 2 ;’;TJEEDL :VSCESSWLE LOGO 70 BE IN ACCORDANCE WITH NEW YORK %
REPLACE DEFICIENCIES IMMEDIATELY.
4, SILT FENCES SHALL BE MAINTAINED IN PLACE UNTIL TOPSOIL STGCKPILE HAS BEEN ELIMINATED AND SHALL BE 3. SLOPE OF PAVEMENT SURFACE IN HANDICAP PARKING AREA SHALL NOT
REMOVED ONLY WHEN DIRECTED BY TOWN OR ENGINEER EXCEED 2% IN ANY DIRECTION,

3 o
SCALEINTE. SCALE:NTS

TOPSOIL STOCKPILE DETAIL O PARKING LOT STRIPING DETAIL
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PLANTING SCHEDULE
kev Jorv  Jswmar [scentic nave Jeoson nave [stze Jcorments
TREES
[ 3 @ %&EGUS'CRUS-GN—LI VAR THORNLESS COCKSPUR HAWTHORM 2" HT SINGLE STEMMED
5" CAL. SINGLE STEMMED. 5°
de u @ GUERCLS BICOLOR [sWaMP WHITE OAK e Lo e TRUNK
SHRUBS
ARONIA ARBUTIFALEA 7 GAL, =
Ab 1B @ TERILLIANT SE{MA" BRILLIANTISSIMA CHOKEBERRY CONT. 72" 0.C.
car s G CLETHRA ALNIFOLIA ‘RUBY SPICE” [RUBY SPICE SUMMERSWEET Seak |swoc
cam |2t O ELETHRA ALNIFOLIA "HUMMINGBIRD' [HUMMINGBIRD SUMMERSWEET |2 0Ak  |se- o.c.
cs s O CORNUS SERICEA ‘FARROW' ARCTIC FIRE DOGWOOD 5eAL  fsero.c.
co |7 {z} CEPHALANTHUS OCCIDENTALIS  [BUTTONBUSH 56AL.  |as sHown
g:% 0 MALE, 50%
(A9 20 ILEX VERTICULATA WINTERBERRY % GAL. COMPATISELE
FEMALE
[PERENNIALS 7 GRASSES / SEDGES
e o [ ECHINACEA PURPUREA FURFLE CONEFLOWER 3 CONT. _[ig-26° 0.
PANICLUM VIRGATUM ' RLBY .
Py s © B RUBY RIBBON SWITCHGRASS [ caL 567 0.
L ” OR APFROVED
' EQUAL, INSTALL
SMI PLANS :w « JCONSERVATION SEED MIX ERNST ERNMX-II& SEED FER MAM.
. [SPECIFICATIONS
I (OR APPROVED
SEE | = = . IMETALL
sm2 PLANS L RAIN GARDEN SEED MIX ERNST ERNMX-180 SEED FER MAN,
e SPECIFICATIONS

NOTES:
| TREES SHALL BEAR SAME RELATIONSHIP
TO FINISH GRADE AS IN THE NURSERY.

2 THIN BRANCHES & FOLIAGE AS DIRECTED
WHILE RETAINING NORMAL SHAPE OF
TREE, NEVER CUT A LEADER

3, TREES SHALL BE PLUMB & STRAIGHT.

ATTACH §* GALY. STEEL CABLE TO STAKE
NOTCH STAKE TOQ RECEIVE CABLE.
ENCASE WIRE AROUND TRUNK TO
REINFORCE RUBBER HOSE ABOVE FIRST
BRANCH, SECURE ALL ENDS OF CABLE
WITH GALV, CLAMPS.

L7 GALY, TURNBUCKLE EA CADLE

38 X 8' CEDAR STAKES, 3 PER TREE

STAKES TO BE SAME HEIGHT, DRIVEN IN

ON A SLIGHT ANGLE, STAKES TO BE

QUTSIDE OF ROOT EhLL
L TRUNKS NEATLY /

TO A HEIGHT OF THE SECOND LOWEST

SAANCH [ FALL PLANTING QHLY)

3" HT, PLANTING MIX SAUCER

3" DEPTH PINE BARK MULCH; PULL
MULCH AWAY FROM TREE TRUNK
AMENDED PLANTING MIX, COMPCTED

CUT ROPE SURROUNDING BOTTOM OF TREE

TRUNK AFTER BACKFILLING BUT BEFORE

MULCHING. DO NOT REMOVE BURLAP

MATINE S0IL DRASMAGE MOUNG. COMFRCTED T 92%

SCALE-NTE-

SPECIFIED PLANT

2" SHREDDED HARDWOCD
BARK MULCH ARCUND
PERENNIALS AND
GRASS SPRIGS

b SUBSOIL

TErm

1Z° PLANTING SOIL MIX
1N ALL PERENNIAL BEDS
PLACED IN 6" LIFTS {TYP.)

SHOVEL CUT AT EDGE
OF PLANTING BED

PERENNIAL 8 GRASS PLANTING DETAIL

——————
SLALE NTE.

SEEDED AREA DETAIL

Park Road

—————————————————————— SEEDED LAWN, SEED MIX AS

SPECIFIED, STABILIZE ALL SLOPES
EQUAL TO OR GREATER THAN 3:l WITH
HYDROSEED APPLICATION OF
*FLEXTERRA" BONDED FIBER MATRIX,
OR EQUAL

6" LOAM TOPSOIL

FREE DRAINING FILL
SOIL OVER BEDROCK

EXISTING BEDROCK

3

SCALE N.T5.

CUT AND REMOVE BURLAP
FROM TOP ONE THIRD OF

SHRUB BALL
MULCH BED - PLACE 3" SHREDDED
HARDWOOD BARK MULCH AROUND ALL

SHRUBS
3* MULCH OVER 3° LIP OF TOPSOIL

TO FORM SAUCER

S0% ORGANIC Bow 5%
EXISTIMG 565 HI%

ROOT BALL OR CONTAINER

TO A DEPTH OF &~

DIG HOLE 2X DIAMETER OF 878

i _)—— SCARIFY COMPACTED SUB-SOIL

BALLED & BURLAPPED (B&B) DETAIL

SCALE NTS

PLANTING NOTES:

[
2

5

ALL PLANT BEDS TO BE MULCHED WITH 4* DEEP BROWN
HARDWOOD MULCH, UNLESS OTHERWISE NOTED ON THE PLANS
PRIOR TO PLANTING, CONTRACTOR SHALL LOCATE, VERIFY, AND
REPORT ANY CONFLICTS OF EXISTING UTILITY LINES TO THE
LANDSCAPE ARCHITECT.

ALL NEW PLANT MATERIAL SHALL CONFORM TO THE MINIMAL
GUIDELINES ESTABLISHED BY THE AMERICAN STANDARD FOR
NURSERY STOCK PUBLISHED BY THE AMERICAN ASSOCIATION OF
NURSERYMEN, INC. AND SHALL BE OF SPECIMEN QUALITY UNLESS
APPROVED OTHERWISE BY DIRECTOR'S REPRESENTATIVE
WRITTEN APPROVAL IS REQUIRED FROM LANDSCAPE ARCHITECT
OF ANY PROPOSED SUBSTITUTIONS OF PLANT MATERIAL
CHANGED PLANTS SHALL BE EQUIVALENT FORM, HEIGHT,
FLOWER, COLOR, LEAF, SIZE, BRANCHING, CULTURE AND FRUIT.
A MINIMUM OF 6" OF SUITABLE TOPSOIL IS REQUIRED IN AREAS
WITH PROPOSED LAWN SEEDING PRIOR TO SEEDING.

PRIOR TO COMMENCEMENT OF PLANTING, STAKE LOCATION OF
ALL PLANTINGS FOR APPROVAL BY LANDSCAPE ARCHITECT.
SCHEDULE DELIVERY OF PLANTS ONLY IN REASONABLE TIME AS
TO WHEN THEY CAN BE INSTALLED, PLANTS TO BE INSPECTED
BY LANDSCAPE ARCHITECT AT DELIVERY.

MAINTENANCE TO BEGIN IMMEDIATELY FOLLOWING INSTALLATION
OF PLANT MATERIALS AND LAWN UNTIL FINAL ACCEPTANCE.
TREES SHALL NOT BE PLANTED BEFORE ACCEPTANCE OF ROUGH
GRADING. TREES SHALL BE PLANTED 3" HIGHER THAN PREVIOUS
GRADE. SHRUBS AND GROUND COVER SHALL BE PLANTED AS THE
SAME RELATIONSHIP TO GRADE AS PREVIOUS GRADE.

PLANT MATERIAL QUANTITIES TO BE PROVIDED BY CONTRACTOR
AS SHOWN ON DRAWINGS.

UNLESS NOTED ON PLANT LIST, PLANTS TO BE BALLED AND
BURLAPPED OR CONTAINER GROWN,

FOR SEEDING OF DISTURBED AREAS USE SPECIFIED MIX FOR
DESIGNATED AREA OR APPROVED EQUAL APPROVED BY
LANDSCAPE ARCHITECT

LEGEND
— i — PROPEPTY LINE
— — —— ——  PROPERTY LINE SETBACK

MEAN HIGH WATER LINE

LRMITS OF DISTURBANCE

EXISTIIG TREE To REH2I1

EXISTING TREE LINE.

SRORSID TR SROROLTER

PROPOSED TREES
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GRAPHIC SCALE
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E% ﬁ i:uk\'E\" HADE FOR RENTON PROPEATY MANAGEMENT, LLC* TOWN OF

1 INCH = 20 FEET

FINGEEBURY, WASHINGTON COUNTY, NEW e, FREFAFIED BY VAN DUSER & STEVES LAKND Eﬁ; wlNG NE,

SUBVEYTRS, DATED MARCH 2¢, 265

SHOWN ARE NOT WARRANTED TO BE EXACT OR COMPLETE, THE CONTRACTOR SHALL
CONTACT DIG SAFE" AT 811 BEFORE COMMENCING ANY WORK AND SHALL PRESERVE
EXISTING UTILITIES WHICH ARE NOT SPECIFIED TO BE REMOVED IN THIS PLAN SET.

HIS SLAN SET WAS DRAFTED WITHOUT THE BENEFIT OF "DIG SAFE" MARKINGS UTILITIES -— 5
L .
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PO BOX 272
SARATOGA SPRINGS, NY 12866
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KENYON PROPERTY MANAGEMENT, LLC

68 PARK ROAD,
QUEENSBURY, NY 12804
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